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13 ABSTRACT: The development of upscalable oxygen evolving
14 electrocatalysts from earth-abundant metals able to operate in
15 neutral or acidic environments and low overpotentials remains a
16 fundamental challenge for the realization of artiﬁcial photosyn-
17 thesis. In this study, we report a highly active phase of hetero-
18 bimetallic cyanide-bridged electrocatalysts able to promote
19 water oxidation under neutral, basic (pH < 13), and acidic con-
20 ditions (pH > 1). Cobalt−iron Prussian blue-type thin ﬁlms,
21 formed by chemical etching of Co(OH)1.0(CO3)0.5·nH2O
22 nanocrystals, yield a dramatic enhancement of the catalytic per-
23 formance toward oxygen production, when compared with pre-
24 vious reports for analogous materials. Electrochemical, spectro-
25 scopic, and structural studies conﬁrm the excellent performance,
26 stability, and corrosion resistance, even when compared with state-of-the-art metal oxide catalysts under moderate overpotentials
27 and in a remarkably large pH range, including acid media where most cost-eﬀective water oxidation catalysts are not useful. The
28 origin of the superior electrocatalytic activity toward water oxidation appears to be in the optimized interfacial matching between
29 catalyst and electrode surface obtained through this fabrication method.
30 ■ INTRODUCTION
31 The electrochemical oxygen evolution reaction (OER) is a very
32 important anodic half-cell process in water splitting and CO2
33 reduction applications.1−3 Technologically relevant catalysts are
34 needed for such applications to develop in the near future as a
35 real alternative to the energy cycles, if economically viable.
36 Earth abundant electrocatalysts for OER in alkaline media
37 have been extensively studied.4−12 First row transition metal
38 oxides of Co, Fe, or Ni (and their corresponding binary/ternary
39 oxides) have extremely high activities but only at very high
40 pH (pH > 13), where the corresponding half-cell reduction
41 reaction (hydrogen production, for instance) is more diﬃcult.13
42 At lower pH, such catalysts suﬀer corrosion.14 An eﬃcient
43 catalyst for OER at acidic15−19 or near-neutral solution20−24
44 based on earth abundant metals remains an important challenge
45 and highly desirable for (photo)electrochemical devices, such as
46 polymer electrolyte membrane (PEM) electrolyzers or artiﬁcial
47 leaves. In such conditions, no catalyst has shown competitive
48 performance compared with noble metals (Ir or Ru oxides),
49 severely aﬀecting the cost of this technology.
50Several strategies to stabilize metal oxide catalysts in neutral or
51acidic media have been attempted.25−28 The most remarkable
52was the discovery of a self-repairing process for the CoOx OER
53catalysts in neutral media, as supported by the presence of excess
54phosphate anions in the electrolyte (Co−Pi).
12,21 Other attempts
55have included doping and nanostructuration.
56Recently, several methods have been tested to control metal
57oxide corrosion in acid media to a certain extent. Manganese
58oxide catalysts can be useful although at very low potentials and
59currents;18,19 or the corrosion process of intrinsically unstable
60metal oxides can be incorporated into the overall power to fuels
61scheme.29 Unfortunately, these approaches do not match
62industry expectations in terms of current densities and energy
63eﬃciencies. Currently, only precious metal oxides match indus-
64trial requirements in neutral or acidic media, but this limits
65wide-applications owing to their scarcity and subsequent high
66cost.30−32
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67 Accordingly, our own eﬀorts in this area are focused on
68 exploring for abundant metal-based active catalysts in neutral
69 and acidic environments. In this line, we discovered that cobalt-
70 containing Prussian blue-type analogues (PBAs) were promis-
71 ing water oxidation catalyst (WOC) materials.33,34 PBAs are
72 open metal−organic frameworks (MOF) with multiple
73 applications due to their chemical versatility and stability.35
74 PBAs have recently been investigated as an intriguing class of
75 multifunctional materials in many energy-related ﬁelds, such as
76 in supercapacitors,36 lithium ion batteries,37 microbial bat-
77 teries,38 sodium ion batteries,39−41 self-rechargeable batteries,
78 and so on.42−44 Perfectly stabilized by the hexacyanoferrate
79 group, cobalt hexacyanoferrates are robust and stable in a large
80 pH range, including acidic and neutral conditions, exhibiting
81 catalytic activities comparable to those of metal oxides for OER.
82 Despite their robust performance, essential parameters such as
83 current densities and mechanical resistance were still far from
84 being competitive. We assigned these weaknesses to poor inter-
85 facial matching with electrode surfaces. In the study presented
86 herein, we report a novel synthetic route for the preparation
87 and processing of cobalt hexacyanoferrate (CoFe) WOC ﬁlms,
88 obtained via a template-assisted method. This alternative
89 strategy has allowed us to reach rugged high current densities,
90 from the excellent enhancement of the chemical, structural, and
91 mechanical stability during the oxygen evolution reaction. This
92 superior performance has also allowed us to corroborate the
93 activity of CoFe ﬁlms through detailed structural (pre- and
94 postcatalysis) and electrochemical studies in a large pH range,
95 including multiple surface sensitive techniques.
96 ■ EXPERIMENTAL SECTION
97 Materials. All commercially available reagents and solvents were
98 used as received without further puriﬁcation unless otherwise
99 indicated. Fluorine−tin−oxide coated glass slides (FTO, 12−14 Ω
100 per square surface resistivity) were purchased from Pilkington NSG
101 TEC 15A 2.2 mm slides with 80.0−81.5% transmittance. Naﬁon (5%)
102 and all other chemical regents were purchased from Aldrich except
103 K3Fe(CN)6 (98%, ACROS Organics) and KOH pellets (85%, Pan-
104 Reac). If not speciﬁed, all solutions were prepared with Milli-Q water
105 (ca. 18.2 MΩ·cm resistivity).
106 Electrode Preparation. FTO glass was cut into small pieces with
107 1 × 1.4 cm2 area; a 1 × 1 cm2 geometric surface area was created by
108 masking one edge of the FTO plate with a wide stripe of Scotch tape.
109 Prior to deposition, the glass slides were rinsed by sonication in soap,
110 distilled water, and 2-propanol for 10 min.
111 CoOx ﬁlm. The CoOx formula is used herein to indicate a cobalt
112 oxo- or hydroxo-based solid that can incorporate additional counter-
113 cations and anions (such as carbonate). CoOx ﬁlms were grown on
114 FTO glass substrates via a hydrothermal process. Brieﬂy, 77.5 mg
115 Co(NO3)2·6H2O and 80.8 mg CO(NH2)2 powder were dissolved in
116 10 mL of Milli-Q water and then transferred into a 20 mL Teﬂon-lined
117 autoclave with two pieces of FTO substrates immersed into the
118 reaction solution (conductive side downward). The autoclave was
119 maintained at 120 °C for 10 h and then cooled down to room tem-
120 perature in air. After the reaction, the coated ﬁlm on the non-
121 conductive side was removed carefully using paper tissue. The FTO
122 glass was rinsed with Milli-Q water several times. On the basis of
123 structure and composition characterization, the formula of the product
124 is Co(OH)1.0(CO3)0.5·nH2O.
125 CoFe Electrode. K3Fe(CN)6 powder (800 mg) was dissolved in
126 100 mL of Milli-Q water under vigorous stirring. One piece of CoOx
127 ﬁlm was immersed in 9 mL of the freshly prepared K3Fe(CN)6 aqueous
128 solution in a vial; after being left standing for 1 h, the glass vial was
129 sealed and then heated at 60 °C for 3 h in the oven. During the reaction
130 (Scheme 1), the color of the ﬁlms changes initially from pink to brown.
131 Subsequently, the vial was cooled down in air inside a fume hood.
132Finally, the CoFe electrode was gently rinsed with Milli-Q water to
133remove any impurities. The electrodes were left in the oven at
13460 °C overnight. Prior to any electrochemical studies, all electrodes
135were immersed in 20 mL of concentrated H2SO4 solution (pH = 1)
136for at least 3 h to remove any remaining traces of CoOx and then
137washed again with Milli-Q water. The average CoFe mass loading on
138the electrodes is 0.3 mg cm−2.
139CoFe(a) Electrode. In a typical synthesis, Co(NO3)2·6H2O (3.5 g)
140and K3[Fe(CN)6] (1.75 g) were separately dissolved in formamide
141(100 mL each solution). Then, the Co(NO3)2 solution was poured on
142to the K3[Fe(CN)6] solution at room temperature with vigorous
143stirring. The dark purple suspension was stirred for 2 h. The powder
144was isolated by centrifugation, rinsed with Milli-Q water, and ﬁnally
145dried at 60 °C. The CoFe(a) working electrode was obtained by drop-
146casting. A catalyst ink was prepared with Milli-Q water (100 μL),
147ethanol (340 μL), Naﬁon solution (5 wt %, 20 μL), and CoFe(a)
148(5 mg). The mixture was sonicated for 30 min to form a homogeneous
149suspension. Ink (27.6 μL) was then drop-cast by micropipette on a
150transparent FTO glass with a surface area of 1 × 1 cm2. The solvent
151was evaporated at room temperature for about 20 min. The catalyst
152loading was 0.3 mg cm−2 or 1.05 mg cm−2 Naﬁon.
153Scratched Electrode. CoFe solid was scratched from a CoFe
154electrode surface (0.3 mg). Then it was dispersed in a H2O (25 μL)/
155ethanol (90 μL)/Naﬁon (5%, 5 μL) mixture. The resulting ink was
156sonicated for 30 min, and then spread by drop casting on a FTO glass
157with a surface area of 1 × 1 cm2, following by drying at room tem-
158perature.
159Electrochemical Methods. All electrochemical experiments were
160performed under ambient conditions with a Bio-Logic VMP3
161multichannel potentiostat/galvanostat. The three-electrode conﬁgu-
162ration was completed with a saturated calomel electrode (SCE)
163reference electrode, and a Pt mesh counter electrode. All potentials are
164measured versus SCE and are reported versus the normal hydrogen
165electrode (NHE) using the equation of E(NHE) = E(SCE) + 0.244 V.
166Overpotentials were computed using η = E(NHE) − 1.229 + 0.059 pH.
167Ohmic drop was determined for all electrochemical data by using
168the automatic current interrupt (CI) method implemented with the
169potentiostat. In all cases, 0.1 M of phosphate buﬀer (KPi) solution at
170pH 7 was ﬁrst prepared by dissolving appropriate amounts of K2HPO4
171and KH2PO4 solid in 1 M KNO3 solution. The pH was gradually
172increased or decreased by adding aliquots of concentrated KOH
173solution or concentrated H3PO4 in pH = 7 0.1 M KPi + 1 M KNO3
174solution while monitoring with pH meter. All cyclic voltammograms
175(CVs) were measured in a three-electrode one-compartment conﬁg-
176uration with 50 mL of aqueous phosphate buﬀer solution. CVs were
177run at a scan rate of 5 mV s−1 unless otherwise noted. Chrono-
178potentiometric measurements (CPs) were recorded at a constant
179current density as a function of pH in a fritted H-shaped cell under
180vigorous stirring. The platinum mesh electrode was inserted into
181one compartment (cathodic reaction), while the modiﬁed working
Scheme 1. Schematic Representation of the Synthetic
Procedure for the Transformation of the Metal Hydroxide
into the More Stable Coordination Complex
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182 electrode and a reference electrode were inserted in the anodic
183 compartment. Steady-state current densities for Tafel analyses were
184 collected at a variety of applied potentials during oxygen evolution at
185 diﬀerent pH. Working potential was swept from low to high values
186 with 50 mV increments across the linear Tafel region. At each
187 potential, the current was stabilized for 10 min to attain a steady-state
188 value with the stirred solution (600 rpm). The oxygen evolution
189 eﬃciencies were determined from the total amount of charge Q (C)
190 passed through the cell. Assuming that four electrons are needed to






193 where F is the Faraday constant. The total mole of oxygen produced
194 was quantitatively determined by using a calibrated Ocean Optics
195 FOXY probe.
196 Potentiostatic Electrochemical Impedance Spectroscopy
197 (PEIS). PEIS measurements were conducted with a Bio-Logic VMP3
198 multichannel potentiostat/galvanostat equipped with a built-in electro-
199 chemical impedance spectroscopy (EIS) analyzer at pH 7. The CoFe
200 and scratched electrode were assessed in the OER potential range with
201 an initial conditioning for 1 min. The amplitude of the sinusoidal wave
202 was 5 mV. The frequency scan range was 100 kHz to 0.01 Hz. The
203 ﬁtting was calculated on the basis of a Randles equivalent circuit model
204 (shown in Scheme S1) employing constant phase.
205 Characterization Methods. Scanning electron microscopy
206 (SEM) micrographs were acquired on an FEI Quanta 650 FEG
207 ESEM, 20 kV, equipped with an Oxford EDX analyzer (Oxford Instru-
208 ments). Five nanometers of Pt was deposited onto the as-prepared
209 CoFe samples for SEM checking by using magnetron sputtering
210 LEICA EM ACE600. The chemical composition and the structure of
211 the products were characterized by powder X-ray diﬀraction (XRD;
212 Bruker Kappa APEX II DUO diﬀractometer equipped with an APPEX
213 2 4K CCD area detector). Infrared transmittance spectra (Alpha
214 Bruker FTIR equipped with attenuated total reﬂectance sample
215 holder) and Raman spectroscopy (Renishaw in Via Reﬂex Raman
216 confocal microscope, Gloucestershire, U.K., light source 514 nm). The
217 TEM specimens were prepared by scratching as-prepared CoFe
218 powders from the FTO substrate, followed by dispersing them in
219 cyclohexane and collecting them on the TEM copper grids. High-
220 resolution transmission electron microscopy (HRTEM) images and
221 scanning transmission electron microscopy (STEM) studies were
222 conducted by using an FEI Tecnai F20 ﬁeld emission gun microscope
223 operated at 200 kV with a point-to-point resolution of 0.19 nm, which
224 is equipped with high angle annular dark ﬁeld (HAADF) and electron
225 energy loss spectroscopy (EELS) detectors.45−47
226 ■ RESULTS AND DISCUSSION
227 Synthesis and Structural Characterization. Because of
228 its easy processability and well-studied dissolution behavior,
229 cobalt hydroxide was chosen as metal reservoir. In a typical
230 synthetic procedure (Scheme 1), a thin pink ﬁlm of CoOx was
231 initially grown on a transparent ﬂuoride-doped tin oxide (FTO)
232 surface by a hydrothermal method. The CoOx formula is used
233 herein to indicate a cobalt oxo- or hydroxo-based solid that can
234 incorporate additional counter-cations and anions (such as
235 carbonate). Characterization by ﬁeld-emission scanning elec-
236 tron microscopy (FESEM) showed that CoOx ﬁlms are com-
237 posed of nanowires of around 100 nm diameter and 7−8 μm
238 length (Figures 1a and S1). Next, CoOx ﬁlms were used as a
239 sacriﬁcial template by immersion in an aqueous solution con-
240 taining potassium hexacyanoferrate. The reaction was promoted
241 by mild heating at 60 °C. Local dissolution of the metal oxide in
242 neutral or slightly acidic media provides aqua cobalt ions, which
243 were immediately consumed by excess ferricyanide ions to form
244 a CoFe framework at the CoOx/solution interface (Figure 1).
245During the reaction, the sample color gradually changed from
246pink to brown (Figure S2). FESEM images taken at diﬀerent
247times showed how the CoOx wires acted as nucleation sites,
248with well-formed cubic-shaped crystals growing out of them.
249After 3 h, the wire network was completely substituted by a
250compact macroporous layer of cubic crystallites in the
25150 nm to 1 μm range. Finally, the CoFe functionalized elec-
252trode was immersed in 20 mL of H2SO4 solution (pH = 1) for
253at least 3 h to completely remove any remaining traces of
254the CoOx precursor (Figure S3). Composition and structural
255characterization by IR and Raman spectra and XRD pattern
256conﬁrmed the purity of the ﬁnal CoFe product. No sign of
257CoOx could be detected (Figures S4−S6).
258We used K-edges for O, C, and N and L edges for Co and Fe
259maps during the EELS studies. The annular dark ﬁeld STEM
260(ADF STEM) micrograph in Figure S7 reveals the nanocube
261structure of a CoFe sample and the EELS chemical compo-
262sition maps obtained from the indigo squared area in the ADF
263STEM micrograph. As observed in these maps, C, N, Fe, and
264Co elements were homogeneously distributed throughout the
265nanocube structures, supporting the presence of CoFe Prussian
266blue.
267Direct TEM analysis of local atomic structure has proven to
268be critical for understanding the relationship between lattice
269microstructure and microscopic behavior.48 However, the
270coordination polymers are especially susceptible to electron
271beam damage, even at very short exposure times, which makes
272it diﬃcult to reach stable atomic-level TEM observation of Fe
273and Co atom arrays within the CoFe lattice. Itoi et al. have
274succeeded in exploring ionic liquids to stabilize CoFe PB nano-
275particles for electron microscopy for the ﬁrst time and give
Figure 1. FESEM images of CoOx (a) and of the transformation into a
CoFe Prussian blue ﬁlm by chemical etching with potassium
hexacyanoferrate after 0.5 (b), 1 (c), 1.5 (d), 2 (e), and 3 h (f).
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276 spatial information on the local microstructure at the atomic
277 level.49 In our case, after 15 min electron beam shower at
278 200 kV to remove possible organic impurities and water
279 molecules at room temperature, clear TEM images can still be
280 easily obtained without degradation, and the fringes associated
281 with the cubic structure are clearly observed. Figure 2 and
282 Figure S8 display HRTEM images and a general power
283 spectrum image of as-prepared CoFe at room temperature. A
284 coherent shepherd-check pattern is related to the alternating
285 Co atom and Fe atom arrays. We measured the mean Co−Fe
286 distance to be about 5.15 Å, which is consistent with the value
287 determined by X-ray diﬀraction in crystalline samples (5.15 Å)
288 corresponding to the half-cell parameter a = 10.3 Å determined
289 by PXRD. The bottom images in Figure 2 show the TEM
290 intensity proﬁles obtained along as-prepared (002) and (020)
291 planes. The inhomogeneous peak densities further demonstrate
292 the presence of vacancies, as expected in these nonstoichio-
293 metric compounds. We compared the simulated HRTEM,
294 temperature colored HRTEM images, and power spectrum
295 of diﬀerent PBA-1, PBA-2, PBA-3, and PBA-4 models
296 (Figure S9A−D) with that of the experimental sample, to
297 identify our CoFe phase as Co4(Fe(CN)6)2.67(H2O)15.33-
298 [Fm3 ̅m]-225 (PBA-4, Figure S10).
299Electrocatalysis. The water oxidation catalytic activity of
300as-prepared CoFe was ﬁrst appraised via CVs in neutral
301aqueous solution buﬀered at pH = 7 using a 0.1 M phosphate
302solution containing 1 M KNO3 as supporting electrolyte. As
303shown in Figure 3a, at more positive potentials a pronounced
304catalytic wave appeared with a sharp onset at 1.15 V vs NHE
305(334 mV overpotential). During the oxidative process (in the
306positive direction), a substantial amount of oxygen bubbles
307were observed (seen in the Supporting Information Video).
308In the inset, there is a small reversible redox couple at an
309equilibrium potential of 0.94 V (= [0.89 V + 0.98 V]/2), which
310can be assigned to the CoII/CoIII redox process. Once the
311catalytic event starts, there is a change in slope above 1.5 V that
312we assign to mass-transport limitations to OER. This plateau
313disappears above 1.8 V. This reactivation of the electrocatalytic
314process at high potentials could also be related to a change in
315the redox state of the PBA, into a CoIII/FeIII phase, that might
316be more active. In operando experiments would be useful to
317determine the origin of this feature.
318We monitored the evolved oxygen from a CoFe catalyst ﬁlm
319by a ﬂorescence O2 sensor in a gastight cell during sustained
320electrolysis at a constant current density in neutral (pH 7) and
321acidic (pH 2) media (red line in Figure 3b and Figure S11),
322respectively. The theoretical oxygen yield was calculated from
323the total charge passed during electrolysis (black line).
324Eﬃciencies above 92% were found, indicating that the catalytic
325current density is mainly originating from the water oxidation
326process.
327The catalytic stability was evaluated by tracking the applied
328potential over time using galvanostatic measurements at con-
329stant current density of 1 mA cm−2 in pH 7 KPi + 1 M KNO3
330electrolyte (Figure 4a). CoFe electrodes have an excellent
331stability. After 30 min induction time, the potential remains
332constant over 8 h, without any sign of degradation. In order to
Figure 2. (a) HRTEM micrograph of as-prepared CoFe showing a
general view of a nanocube structure. (b) Corresponding power
spectrum indicating cubic [Fm3 ̅m]-space group, with lattice
parameters a = 1.02794, b = 1.02794, and c = 1.02794 nm, as
visualized along the [100] direction. (c) Atomic resolution TEM
image of the red rectangle area in panel a. (d) Periodic structure
extracted by inverse Fourier ﬁltering. Yellow rectangle area inset shows
Co and Fe atomic positions. Dark spots marked with orange stars are
the centers of the Co−Fe cubic lattices. Bright spots correspond to
the Wyckoﬀ site 8 of the Fm3m space group. (e,f) TEM intensity
proﬁle along the (002) and (020) planes, respectively, corresponding
to the indigo and green regions in panel c.
Figure 3. (a) Cyclic votammograms of CoFe (blue curve), CoOx after
acid pretreatment (red curve), and bare FTO (black curve). Inset is
enlarged region [0.6−1.3 V]. Conditions are as follows: 50 mL of 0.1 M
PKi + 1 M KNO3 phosphate buﬀer, pH = 7, scan rate 5 mV s
−1. (b) O2
amounts monitored by ﬂuorescence-quench probe (red trace) and
theoretical O2 calculated assuming 100% Faradaic eﬃciency (black trace).
Conditions: 0.1 M PKi + 1 M KNO3 buﬀer, pH = 7, j = 1 mA cm
−2.
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333 investigate the eﬀect of pH on the electrochemical stability of
334 CoFe, we carried out bulk water electrolysis as a function of
335 pH. CoFe remains both chemically and electrochemically stable
336 (Figures 4b and S12−S15), not showing any signiﬁcant changes
337 in performance with time in the 2 ≤ pH ≤ 13 range. At pH 1,
338 catalytic activity decreases substantially. Signiﬁcantly higher over-
339 potentials are needed to maintain the desired current density.
340 Additionally, durability is also an issue, and activity apparently
341 decreases with time. However, it is worth mentioning that
342 CoFe is not intrinsically unstable in strong acid. For instance,
343 this was conﬁrmed by placing a CoFe electrode in pH = 1
344 H2SO4 solution for 13 h without bias, after performing water
345 electrolysis at pH 12. The chronopotentiometry experiments
346conﬁrm identical electrocatalytic activity before and after the
347acid treatment (Figure S13). At pH 14, CoFe is unstable and
348decomposes, probably to an oxo/hydroxo derivative (Figure S16).
349We also carried out stability tests at moderate current
350densities (10 mA cm−2), following the benchmarking proto-
351col proposed by Jaramillo et al. (Figure 4c and S17).10 In these
352conditions, we also observed good stability for the CoFe elec-
353trodes. At neutral pH, the stability and activity are comparable
354to that of CoOx, but again the CoFe electrode maintains its
355performance after washing the electrode with concentrated
356sulfuric acid. Remarkably, the CoFe electrodes maintain stable
357current densities down to pH = 2. It is worth mentioning that
358the overpotential to reach 10 mA cm−2 at this pH is the lowest
359when compared with higher pH conditions.
360CVs of CoFe were collected in the 1 < pH < 13 range
361(Figure 4d). The appearance of the water oxidation wave, as
362expected, is signiﬁcantly pH dependent. The reversible CoII/
363CoIII redox couple also shows pH dependence that could be
364related to electronic changes at the water coordinated Co sites,
365due to the higher proton concentration (Figure S18). At high
366pH, the redox wave splits in two reversible processes. This
367could be related to diﬀerent protonation of water molecules
368bound to active sites at intermediate hydroxyl concentrations.
369The Tafel behavior of the catalyst in the region of water
370oxidation was measured over a wide pH range spanning acidic,
371neutral, and alkaline conditions (Figure 5a), and its linear
Figure 4. (a) Overpotential versus time data, under a constant current
density of 1 mA cm−2 in pH 7 phosphate buﬀer, of as-synthesized
CoFe catalyst (red curve), CoFe(a) (black curve), and scratched
(magenta curve) and one original CoOx (blue curve), which was
directly used after hydrothermal preparation without any acid
pretreatment, respectively. (b) Electrochemical stability by sustained
chronamperometry at 0.3 mA cm−2 for as-prepared CoFe and one
original CoOx electrode in 0.1 M KPi + 1 M KNO3 buﬀer at pH 2.
Following that, both electrodes were soaked in pH 1 H2SO4 solution
for several hours and then were re-examined again under the same
conditions. (c) Analogous comparative chronoamperometry in pH 7
phosphate buﬀer, of as-synthesized CoFe catalyst (red curve) and one
original CoOx (blue curve) under a constant current density of 10 mA
cm−2. (d) Representative CVs of as-prepared CoFe electrode at a scan
rate of 5 mV s−1 in 0.1 M KPi + 1 M KNO3 solution at various
pH values.
Figure 5. (a) The plots of log j with respect to E (vs NHE) for
as-prepared CoFe operated in 0.1 M KPi + 1 M KNO3 buﬀer solution
over a wide pH region, going from right to left, from pH 1 to 12.
A straightforward horizontal slice through 0.2 mA cm−2 is marked by
gray dotted line. (b) Potential dependence of our catalyst on pH at
constant current density of 0.2 mA cm−2 operated in phosphate buﬀer
solution. First data set (■), which was collected on a freshly prepared
electrode, is compared with a subsequent data set (●) using the same
electrode.
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372 region is shown in Figure S19. Close inspection revealed that
373 the Tafel slopes generally decreased from low to high pH.
374 Speciﬁcally, at alkaline pH 10−12, the Tafel slopes are near the
375 theoretical value of 59 mV/decade that corresponds to 2.3 RT/F.
376 This slope is characteristic of an oxygen evolution mechanism
377 involving a reversible one-electron transfer prior to a chemical
378 turnover-limiting process.18,24 At pH 9, the Tafel slope changes.
379 This change suggests a diﬀerent rate-determining step during
380 water oxidation below this pH value.
381 We conducted galvanostatic titration to get additional
382 information about the pH dependence of water oxidation.
383 The required potential to sustain a constant current density of
384 0.2 mA cm−2 was measured in the pH = 2−13 range (Figure 5b).
385 The applied potential increases monotonically with pH value up
386 to pH 9. After that, a signiﬁcant change in the pH-dependent
387 behavior is observed. The low pH slope of 66 mV/pH changes
388 to 90 mV/pH above pH 10, which is in accordance with the
389 result from Tafel analysis (Figure S20), indicates a change in
390 mechanism. Both slopes are reproducible and consistent among
391 independent and the sequential runs.
392 Control Experiments and Postcatalysis Character-
393 ization. For water oxidation catalysts, the question about the
394 true species is usually raised. The in situ formation of metal
395 oxide (CoOx) needs to be precluded. During our electro-
396 catalysis experiments, CoOx could be produced in two possible
397 ways: as remains of the starting material or from CoFe decom-
398 position in the harsh oxidizing environment. Therefore, we
399 gathered enough electrochemical, XRD, IR, Raman, HRTEM,
400 and EELS mapping to provide clear evidence of the genuine
401 WOC activity of the CoFe component. In addition, we carried
402 out multiple control experiments.
403 For instance, we compared a chronopotentiometry (CP)
404 experiment at 1 mA cm−2 between precursor material CoOx
405 and CoFe in neutral pH (Figure 4a). Both species give a similar
406 and consistent overpotential. After 8 h, both electrodes were
407 immersed in fresh 60 mL of H2SO4 solution (pH 1) overnight,
408 under open-circuit conditions. During this process, the CoOx
409 electrode completely turned into a transparent ﬁlm within 20
410 min (Figure S21). When a second CP was attempted at neutral
411 pH, the overpotential kept increasing with time due to the
412 corrosion of the CoOx catalyst. In contrast, the CoFe electrode
413 was not aﬀected by the acid treatment, and a consistent
414 overpotential was maintained during a second run, without any
415 appearance of fatigue.
416 The comparison of OER activity in acidic media is even more
417 signiﬁcant. One piece of original precursor CoOx electrode
418 proved to be highly unstable over the course of electrolysis at
419 pH 2 (Figures 4b and S12). The oxygen gas evolution in this
420 case is accompanied by signiﬁcant dissolution of the oxide ﬁlm
421 during sustained electrolysis under acidic conditions.
422 The morphology, composition, and structure stability of the
423 CoFe ﬁlms was also conﬁrmed by multiple analyses before and
424 after intense oxygen evolution. Microscopic graphics clearly
425 showed no obvious aggregation among CoFe nanoparticles
426 (Figure S22) and no changes in Fe/Co ratio (Figure S23), and
427 no O signal was detected in element mapping, as expected from
428 oxide formation (Figure 6). There is no signiﬁcant diﬀerence
429 between the as-used and the as-prepared CoFe, in either
430 position or shape of peaks, discarding any crystallinity loss or
431 any decrease in particle size from Raman and IR spectra, PXRD
432 data, and HRTEM micrographs (Figure S24 and S25), which
433 support the preservation of crystal structure and composition
434 after long-term bulk electrolysis.
435Enhanced Electrocatalytic Activity. To further inves-
436tigate the beneﬁts of our novel processing method, we quan-
437titatively compared the present CoFe ﬁlms with those obtained
438by preparation methods previously reported, noted CoFe(a)
439(details of electrode preparation are provided in the
440Experimental Section). All electrodes show comparable current
441densities in OER region at lower overpotentials. Remarkably,
442only our CoFe electrode, as obtained from the etching process,
443keeps the electrocatalytic activity at high overpotentials (high
444current densities). The low performance at high overpotentials
445for the CoFe(a) ﬁlms was attributed to mechanical instability,
446being easily detached from the FTO surface because of gas
447evolution (Figure S26).
448Interestingly, if we scratch the catalytic ﬁlm from one of our
449as-prepared CoFe samples, this powder does not exhibit better
450electrocatalytic performance when compared with CoFe(a).
451All CoFe-derivatives exhibit consistent and analogous activity
452when processed as Naﬁon/EtOH/H2O inks on FTO for the
453same catalysts loadings (details of the electrode preparation
454are provided in the Experimental Section). This supports the
455crucial role of the CoFe−FTO interface as constructed from
456our novel preparation process (Figure S27).
457PEIS in 0.1 M KPi + 1 M KNO3 aqueous solution at pH 7
458under diﬀerent anodic potentials is recorded, and its repre-
459sentative results are shown in Figures S28 and S29. A frequency
460window between 100 kHz and 0.01 Hz was chosen. The elec-
461tronic elements responded diﬀerently in the various frequency
462regions. For example, the movement of ions in electrolyte and
463electrons on conductive material is a fast process and has very
464quick response speed when an AC voltage is applied, so its
465corresponding element appears in the high frequency range of
466EIS spectra. Electrochemical reactions on the electrode surface
467is considered to take a longer time to occur and thus the
468capacitive semicircle at moderate and low frequencies is typical
469for charge transfer (Rct) controlled kinetics. The characteristic
470time constant of the charge transfer processes decrease with
471increasing overpotential.
472We performed comparative experimental impedance studies
473for scratched and CoFe ﬁlms for insight into the origin of the
474diﬀerence in catalytic activity to OER. As shown in Tables S2
475and S3, the resistance, Rf, is the same for CoFe and scratched
476anodes (around 146 Ω cm−2) and remains potential independent,
477which means the contribution from (R fQ f) component is iden-
478tical. The variation of Rct, Q dl, and τ (R ctQ dl) with electrode
479potentials was recorded for further comparison. RctQ dl is the
480time constant of the faradic reaction and can be considered
Figure 6. EELS chemical composition maps obtained from the red
rectangle area of the STEM-ADF micrograph. Individual C (red),
N (yellow), Co (green), and Fe (blue) maps and their composites.
The extra C signal at the right side of the mapping image is derived
from the holey carbon grid.
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481 as a proper parameter to characterize the intrinsic catalytic
482 activity of catalyst.50 The lower value means faster kinetics of
483 the reaction.51,52 It can be seen that the RC time constant of
484 this loop lies in the measurement window from 100 kHz to
485 0.01 Hz and decreases as the potential is increased from 1.174
486 to 1.344 V vs NHE, reﬂecting the increasing rate of electron
487 transfer in the OER process. Because CoFe powders and its
488 loading (0.3 mg cm−2) are the same for CoFe and scratched
489 electrode, their intrinsic catalytic activities should be identical,
490 which is apparently consistent with the experimental results
491 shown in Figure 7c. Note that the intrinsic catalytic activity for
492 OER (assessed by time constant RctQ dl) is diﬀerent from the
493 overall catalytic activity (assessed by Rct). For CoFe electrode,
494 from 1.18 to 1.28 V, the resistance, Rct, to charge transfer pro-
495 cess decreases with a Tafel slope of 91 mV dec−1 (the recipro-
496 cal of 10.9), which is calculated according to the following
497 derivative:53,54
η



























498 For both electrodes, the observed slight decrease of Q dl with
499 increasing potential can also be related to the decrease of the
500 available outer surface area of the electrode due to the sticking
501 of gas bubbles. Compared to CoFe ﬁlm, the smaller Q dl value
502for the scratched electrode suggests less accessible active surface
503area due to the “dead volume” throughout the whole ﬁlm
504caused by drop coating, indicating that a large fraction of
505the catalyst surface was not fully utilized; in other words, the
506strategy used to prepare CoFe via template-assisted method is a
507more eﬀective way to obtain an electrode with higher active
508surface area.
509■ DISCUSSION
510The beneﬁts of the chemical etching method upon CoFe
511performance cannot be due to a diﬀerent reaction mechanism,
512as conﬁrmed from electrochemical data. Tafel slope and EIS
513data are undistinguishable. Additionally, once detached from
514the original FTO substrate, performance is also comparable to
515CoFe(a). The faster kinetics yielding higher current densities
516must be related to superior electron or mass transport in the as-
517prepared crystallites originally attached to the substrate as
518grown from the CoOx starting material. We have identiﬁed
519several diﬀerences that can be at the origin of these obser-
520vations:
521(1) The new processing method yields signiﬁcantly higher
522density of electroactive sites. The surface coverage esti-
523mated from the cyclic voltagrammograms (Figure S30
524and eq S1) indicate a density of active suites of
525110 nmol/cm2 in CoFe, when only 32 nmol/cm2 active
526sites were found for CoFe(a).
527(2) The connection of the crystallites to the FTO support is
528stronger, mechanically and electronically. This connec-
529tivity may take advantage of the initial matching between
530FTO and CoOx, both oxide compounds. This oﬀers
531faster electron transfer toward the catalytic sites and
532excellent mechanical stability. This is illustrated by the
533excellent stability of the CoFe electrodes when compared
534with those previously reported. Sustained current
535densities over 10 mA cm−2 can be reached in the present
536case, whereas 0.5 mA cm−2 was the experimental limiting
537current in the previous case.33
538(3) In the same line, the CoOx nanowire template for the
539CoFe nuclei growth avoids crystallite agglomeration and
540favors a densely packed ﬁlm, contrary to the case when
541using electrodeposition or drop coating methods. Thus,
542all crystallites formed are well connected to the FTO
543support and to one another, as grown following the
544wired network (Figure 1).
545(4) The ﬁnal stoichiometry achieved in this case is also
546diﬀerent. A 1.5 Co/Fe ratio is found in the CoFe elec-
547trodes, when 1.1 was found in ref 33. This also contributes
548to the higher active site density.
549On the possible reaction mechanism below pH = 9, shared
550by all PBAs, we propose a single site pathway. A concerted
551mechanism is not feasible in this case, although it is preferred
552for most heterogeneous catalysts, including CoOx.
55 The
553closest Co···Co distance (7.7 Å) in the PBA unit cell does
554not allow for direct transfer of a water molecule between
555neighboring metal centers, or for the formation of bridging
556peroxide intermediates. We do not assign any catalytic activity
557to the Fe centers, since they are coordinatively saturated by six
558cyanide ligands. Its function is structural (giving solid-state
559stability) and electronic (promoting electron transfer).
560Given the stoichiometry in the CoFe electrodes (Co4Fe2.67),
561each Co center has two coordinated water molecules on average.
562To determine if the presence of these two water molecules in
Figure 7. Comparative EIS data representing the potential depend-
ence of the charge transfer Rct (a), double layer capacitance Q dl
(b), and time constant RctQ dl (c) for CoFe and scratched electrodes.
These values were summarized in Tables S2 and S3 as derived from
the ﬁtting to an equivalent circuit as shown in Scheme S1.
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563 cis coordination is important for the catalytic cycle, we carried
564 out poisoning tests by adding an excess of 2,2′-bipyridyl (bpy).
565 This chelating ligand is selective for cis conﬁguration when
566 substituting water molecules. We determined that electro-
567 chemical data is not aﬀected by the presence of bpy (Figure S31),
568 what suggests that cis conformation is not a key issue for
569 catalysis. From all these observations, our proposed single-site
570 mechanism follows the well-established route of four concerted
571 one e−/one H+ transfer events, as established for several homo-
572 geneous catalysts.56,57 The O−O bond formation should occur
573 through nucleophilic attack of a water molecule (noncoordi-
574 nated) to the electrodeﬁcient oxo/oxyl species generated upon
575 two successive oxidations (Figure S32). As discussed before,
576 in operando experiments will be needed to detect these inter-
577 mediates to support this hypothesis.
578 ■ CONCLUSIONS
579 In summary, we are disclosing a novel processing for the
580 preparation of electrocatalytic Co−Fe Prussian blue-type ﬁlms
581 taking advantage of a chemical etching process. This prepa-
582 ration allows solutions for many of the problems found in these
583 water oxidation catalysts, such as low currents and poor
584 mechanical (short-term) stability. These new ﬁlms promote
585 orders of magnitude higher electrocatalytic currents than
586 previously reported and excellent long and short-term stability,
587 even at current densities over 10 mA cm−2. Furthermore, the
588 latter has allowed us to perform detailed studies in a large pH
589 range. Our pH-dependent data conﬁrms the unique versatility
590 of these PB-type water oxidation catalysts, able to promote
591 oxygen evolution in a large pH range (1 < pH < 13) unpar-
592 alleled by any other WOC ever reported. Particularly remarkable
593 is their stability to acid, along with the fact that the lower
594 overpotentials were found at pH = 2. Structure and activity
595 persist even in concentrated sulfuric acid. These CoFe materials
596 represent the ﬁrst heterogeneous non-noble metal WOCs,
597 active and corrosion resistant in acid media, where hydrogen
598 production is preferred in a water splitting platform.
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